ANGLE VALVE SHALL BE VERTICAL AND ACCESSIBLE.

METER BOX TO BE CAST IRON (12x18x24) OVAL WITH CAST IRON LID

UTILITIES SERVICE LINE

HAND TAMPPED UP TO SERVICE TUBING

C. PIPE

SADDLE MUST BE USED IF TAP IS MADE IN PVC OR A/C PIPE. SADDLE TO BE DOUBLE BANDED STAINLESS STEEL EPOXY COATED

METER SETTER

 CUSTOMERS SERVICE LINE

CRIMP END

6 BRICKS ON EACH LEVEL WITH MINIMUM OF ONE LEVEL

NOTES:

1. METERSETTER SHALL BE CENTERED IN METER BOX AND COPPER TUBING ON OUTLET SIDE OF SETTER SHALL EXTEND 18" OUTSIDE OF BOX ON CUSTOMER'S SIDE. THIS COPPER TUBING SHALL BE CRIMPED ON THE END TO KEEP DIRT FROM ENTERING LINE.

2. COPPER TUBING TO THE CORPORATION STOP MUST BE FLARED OR COMPRESSION.

3. METER BOX SHOULD BE LOCATED 1' INSIDE OF PROPERTY LINE. METER BOX MAY BE MOVED A REASONABLE DISTANCE INSIDE PROPERTY LINE IN ORDER TO INSTALL ON REASONABLY LEVEL GROUND.

4. SERVICES SHALL BE INSTALLED PRIOR TO TESTING.

5. BYPASS SHALL NOT BE ALLOWED FOR 1" RESIDENTIAL AND IRRIGATION METERS.