NOTES:

1. SADDLES SHALL BE USED FOR ALL 1 1/2" AND 2" TAPS.

2. WATER SERVICE LATERALS FOR 1 1/2" AND 2" SERVICES WILL BE TYPE-K HARD COPPER. CONNECTIONS FOR 1 1/2" AND 2" SERVICES WILL BE APPROVED COMPRESSION FITTINGS. ALL CONNECTIONS AT CORPORATION STOPS WILL BE APPROVED COMPRESSION FITTINGS.

3. TAPS SHOULD BE MADE AT THE SPRING LINE OF THE MAIN LINE.

4. FOR DETAIL OF VAULT, SEE MET-7.

5. YOKE MUST BE INSTALLED WITH A METER SPACER THAT WILL BE FURNISHED TO THE CONTRACTOR BY THE METER SUPPLIER. THE SPACER WILL BE REMOVED BY THE UTILITIES DEPARTMENT WHEN THE METER IS SET.

NOTE: BYPASS SHALL BE LOCATED ABOVE OR AT FLOOR LEVEL OF METER VAULT.

METER VAULT (SEE MET-7)

FLANGED ANGLE VALVE

LOCKING

VALVE LOCKING

BLIND CAP

NO VALVE BOX REQUIRED, HOWEVER, CURB STOP OUTSIDE OF BOX MUST BE LOCATED WITHIN 1 FOOT FROM EDGE OF METER BOX.

DATE
JAN. 2008

REVISIONS

1 1/2" OR 2" DISC METER SETTINGS

DRWG. NO.
MET-4