PRINCE GEORGE COUNTY
DEPARTMENT OF PUBLIC UTILITIES
VDOT APPROVED

LOWEST DITCH

BLOTTED SEAL COAT TYPE C

10’

MIN. 3.5’

6’ MIN.

4” ASPHALT CONCRETE TYPE BM-2.
TACK COAT 0.05-0.15 GAL. SHALL CONFORM TO THE REQUIREMENTS OF AASHTO M208 PER SQ. YD. (EACH SIDE).

CREATE A 12” BENCH (EACH SIDE) MIN.

AGGREGATE MATERIAL TYPE 1, SIZE 21A OR 21B.

V.D.O.T. TYPE B OR APPROVED SAND

PROPOSED WATER LINE

MINIMUM TRENCH WIDTH TO SUPPORT TRENCH BOX

FROM 10’ ONE SIDE OF TRENCH TO 10’ OTHER SIDE, SURFACE - BLOTTED SEAL COAT TYPE C: THE INITIAL SEAL AND FINAL SEAL SHALL CONFORM TO THE REQUIREMENTS OF AASHTO M208 @ 0.17 GAL./SQ. YD. WITH 15 LBS. OF NO. 8P STONE/SQ. YD. EACH. THE BLOT SEAL SHALL CONFORM TO THE REQUIREMENTS OF AASHTO M208 @ 0.15 GAL./SQ. YD. WITH 10 LBS. OF FINE AGGREGATE GRADE B SAND PER SQ. YD.

DATE
Jan. 2008

REVISIONS

TYPICAL SECTION FOR REPAIR OF OPEN CUT AFTER PLACEMENT OF WATER LINE
(APPLIES TO CROSSINGS ONLY NOT PARALLEL INSTALLATION)

DRWG. NO.
PAV-6