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PREFACE 

Introduction 
The Virginia Uniform Statewide Building Code (USBC) is a state regulation promulgated by the Virginia 
Board of Housing and Community Development, a Governor-appointed board, for the purpose of estab-
lishing minimum regulations to govern the construction and maintenance of buildings and structures. 

The provisions of the USBC are based on nationally recognized model building and fire codes published 
by the International Code Council, Inc. The model codes are made part of the USBC through a regulatory 
process known as incorporation by reference. The USBC also contains administrative provisions governing 
the use of the model codes and establishing requirements for the enforcement of the code by the local 
building departments and other code enforcement agencies. 

In keeping with the designations of the USBC used previously, since the 2012 editions of the Interna-
tional Codes are incorporated by reference into this version of the USBC, it is known as the 2012 edition of 
the USBC. 

Arrangement 
The USBC is part of the Virginia Administrative Code (VAC), the official compilation of state regulations 
published under the authority and guidance of the Virginia Code Commission. Due to the difference in the 
section numbering system between the VAC and the model codes incorporated by reference into the 
USBC, the UBSC utilizes a dual section numbering system. In the USBC, the VAC section numbers are listed 
first, followed by a section number matching the model code system. In this printing of the USBC, the VAC 
section numbers are omitted and only the model code numbering system is utilized. The version of the 
USBC containing both the VAC section numbers and the model code numbering is available from the Vir-
ginia Department of Housing and Community Development (DHCD) and may also be accessed through the 
website of the Virginia Code Commission or by subscription to the VAC. 

Overview 
The USBC is divided into three stand-alone parts. Part I contains regulations specific to the construction of 
new buildings and structures and is known as the Virginia Construction Code. Part II contains regulations 
specific to the rehabilitation of existing buildings, including alterations, additions and change of occupancy 
in existing buildings and structures, and is known as the Virginia Rehabilitation Code. Part III of the USBC 
contains the regulations for the maintenance of existing structures which is enforced at the option of the 
local governments. It is known as the Virginia Maintenance Code. 

Codes Purchased from ICC 
The 2012 edition of the USBC is being made available in pamphlet form as in past editions of the USBC. In 
the state pamphlet version, a single line is placed in the margin to delineate changes between the 2009 
edition of the USBC and the 2012 edition of the USBC. In addition to the pamphlet form of the USBC pub-
lished by DHCD, the International Code Council (ICC) publishes versions of the Virginia Construction Code, 
Virginia Rehabilitation Code, Virginia Maintenance Code and a series of Virginia specific trade codes. In 
the ICC published versions, marginal markings are provided to distinguish between text which is part of 
the International Codes and text which is part of the state regulations. Double vertical lines in the margins 
within the body of the codes indicate state amendments to the International Codes. As in the standard 
printings of the International Codes, a single vertical line in the margins within the body of the code indi-
cates a technical change from the previous edition of the International Codes. Deletions from the previous 
editions of the International Codes are indicated in the form of an arrow ( ) in the margin where an en-
tire section, paragraph, exception or table has been deleted or an item in a list of items or a table has 
been deleted. 

Technical Assistance 
The local building departments and enforcing agencies may be contacted for further information concern-
ing the USBC. Contact information for DHCD is below. 

 
DHCD, Division of Building and Fire Regulation 

State Building Codes Office 
600 East Main Street, Suite 300 

Richmond, Virginia 23219 
Phone: (804) 371-7150 – Email: sbco@dhcd.virginia.gov 

Website: www.dhcd.virginia.gov 
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CHAPTER 1  
 

ADMINISTRATION 
 

 
SECTION 101 

GENERAL 
 

101.1 Short title. The Virginia Uniform Statewide Build-
ing Code, Part II, Rehabilitation, may be cited as the "Vir-
ginia Rehabilitation Code," or as the "VRC."  

 
101.2 Incorporation by reference. Chapters 2 - 16 of the 
2012 International Existing Building Code, published by 
the International Code Council, Inc., are adopted and in-
corporated by reference to be an enforceable part of the 
VRC. The term "IEBC" means the 2012 International Ex-
isting Building Code, published by the International Code 
Council, Inc. Any codes and standards referenced in the 
IEBC are also considered to be part of the incorporation by 
reference, except that such codes and standards are used 
only to the prescribed extent of each such reference.  
 
101.3 Numbering system. A dual numbering system is 
used in the VRC to correlate the numbering system of the 
Virginia Administrative Code with the numbering system 
of the IEBC. IEBC numbering system designations are 
provided in the catchlines of the Virginia Administrative 
Code sections and cross references between sections or 
chapters of the VRC use only the IEBC numbering system 
designations. The term "chapter" is used in the context of 
the numbering system of the IEBC and may mean a chap-
ter in the VRC, a chapter in the IEBC or a chapter in a 
referenced code or standard, depending on the context of 
the use of the term. The term "chapter" is not used to des-
ignate a chapter of the Virginia Administrative Code, un-
less clearly indicated.  
 
101.4 Arrangement of code provisions. The VRC is 
comprised of the combination of (i) the provisions of 
Chapter 1, Administration, which are established herein, 
(ii) Chapters 2 - 16 of the IEBC, which are incorporated by 
reference in Section 101.2, and (iii) the changes to the text 
of the incorporated chapters of the IEBC that are specifi-
cally identified, including any new chapters added. The 
terminology "changes to the text of the incorporated chap-
ters of the IEBC that are specifically identified, including 
any new chapters added" shall also be referred to as the 
"state amendments to the IEBC." Such state amendments 
to the IEBC are set out using corresponding chapter and 
section numbers of the IEBC numbering system. In addi-
tion, since Chapter 1 of the IEBC is not incorporated as 
part of the VRC, any reference to a provision of Chapter 1 
of the IEBC in the provisions of Chapters 2 - 16 of the 

IEBC is generally invalid. However, where the purpose of 
such a reference would clearly correspond to a provision of 
Chapter 1 established herein, then the reference may be 
construed to be a valid reference to such corresponding 
Chapter 1 provision.  
 
101.5 Use of terminology and notes. The term "this 
code," or "the code," where used in the provisions of 
Chapter 1, in Chapters 2 - 16 of the IEBC, or in the state 
amendments to the IEBC, means the VRC, unless the con-
text clearly indicates otherwise. The term "this code," or 
"the code," where used in a code or standard referenced in 
the IEBC, means that code or standard, unless the context 
clearly indicates otherwise. The term "USBC" where used 
in this code, means the VCC, unless the context clearly 
indicates otherwise. In addition, where the phrase "of the 
International Building Code under which the building was 
constructed" is used in the IEBC, it shall be construed to 
mean the USBC or other code that was in effect when the 
building was built. Further, the use of notes in Chapter 1 is 
to provide information only and shall not be construed as 
changing the meaning of any code provision. Notes in the 
IEBC, in the codes and standards referenced in the IEBC 
and in the state amendments to the IEBC, may modify the 
content of a related provision and shall be considered to be 
a valid part of the provision, unless the context clearly 
indicates otherwise.  
 
101.6 Order of precedence. The provisions of this code 
shall be used as follows:  
 

1. The provisions of Chapter 1 of this code supersede 
any provisions of Chapters 2 - 16 of the IEBC that 
address the same subject matter and impose differ-
ing requirements.  

 
2. The provisions of Chapter 1 of this code supersede 

any provisions of the codes and standards refer-
enced in the IEBC that address the same subject 
matter and impose differing requirements. 

 
3. The state amendments to the IEBC supersede any 

provisions of Chapters 2 - 16 of the IEBC that ad-
dress the same subject matter and impose differing 
requirements.  

 
4. The state amendments to the IEBC supersede any 

provisions of the codes and standards referenced in 
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the IEBC that address the same subject matter and 
impose differing requirements.  

 
5. The provisions of Chapters 2 - 16 of the IEBC su-

persede any provisions of the codes and standards 
referenced in the IEBC that address the same sub-
ject matter and impose differing requirements.  

 
101.7 Administrative provisions. The provisions of 
Chapter 1 establish administrative requirements, which 
include but are not limited to provisions relating to the 
scope and enforcement of the code. Any provisions of 
Chapters 2 - 16 of the IEBC or any provisions of the codes 
and standards referenced in the IEBC that address the same 
subject matter to a lesser or greater extent are deleted and 
replaced by the provisions of Chapter 1. Further, any ad-
ministrative requirements contained in the state amend-
ments to the IEBC shall be given the same precedence as 
the provisions of Chapter 1. Notwithstanding the above, 
where administrative requirements of Chapters 2 - 16 of 
the IEBC or of the codes and standards referenced in the 
IEBC are specifically identified as valid administrative 
requirements in Chapter 1 of this code or in the state 
amendments to the IEBC, then such requirements are not 
deleted and replaced.  
 

Note: The purpose of this provision is to eliminate 
overlap, conflicts and duplication by providing a sin-
gle standard for administrative, procedural and en-
forcement requirements of this code.  
 

101.8 Definitions. The definitions of terms used in this 
code are contained in Chapter 2 along with specific provi-
sions addressing the use of definitions. Terms may be de-
fined in other chapters or provisions of the code and such 
definitions are also valid. 

 
SECTION 102 

PURPOSE AND SCOPE 
 

102.1 Purpose. In accordance with § 36-99.01 of the Code 
of Virginia, the General Assembly of Virginia has declared 
that (i) there is an urgent need to improve the housing con-
ditions of low and moderate income individuals and fami-
lies, many of whom live in substandard housing, particu-
larly in the older cities of the Commonwealth; (ii) there are 
large numbers of older residential buildings in the Com-
monwealth, both occupied and vacant, which are in urgent 
need of rehabilitation and must be rehabilitated if the 
state's citizens are to be housed in decent, sound, and sani-
tary conditions; and (iii) the application of those building 
code requirements currently in force to housing rehabilita-
tion has sometimes led to the imposition of costly and 
time-consuming requirements that result in a significant 
reduction in the amount of rehabilitation activity taking 
place.  
 

The General Assembly further declares that (i) there is an 
urgent need to improve the existing condition of many of 
the Commonwealth's stock of commercial properties, par-
ticularly in older cities; (ii) there are large numbers of old-
er commercial buildings in the Commonwealth, both oc-
cupied and vacant, that are in urgent need of rehabilitation 
and that must be rehabilitated if the citizens of the Com-
monwealth are to be provided with decent, sound and sani-
tary work spaces; and (iii) the application of the existing 
building code to such rehabilitation has sometimes led to 
the imposition of costly and time-consuming requirements 
that result in a significant reduction in the amount of reha-
bilitation activity taking place.  
 
102.2 Scope. The provisions of this code shall control the 
rehabilitation, reconstruction, alteration, repair, and change 
of occupancy of existing buildings and structures in occu-
pancies other than Group R-5 and shall be permitted to be 
used as an alternative to compliance with the VCC for ad-
ditions to buildings in any occupancy classification and for 
reconstruction, alteration or repair in Group R-5 occupan-
cies.  

 
Exception: The use of this code shall not be permitted 
for change of occupancy involving Group I-2 or I-3.  

 
SECTION 103 

APPLICATION OF CODE 
 
103.1 General. All administrative provisions of the VCC, 
including but not limited to, requirements for permits, in-
spections and approvals by the local building department, 
provisions for appeals from decisions of the local building 
department and the issuance of modifications, are applica-
ble to the use of this code, except where this code sets out 
differing requirements. Where there is a conflict between a 
general requirement and a specific requirement in the 
IEBC, the specific requirement shall govern.  
 

103.1.1 Use of performance code. Compliance with 
the provisions of a nationally recognized performance 
code when approved as a modification shall be con-
sidered to constitute compliance with this code. All 
documents submitted as part of such consideration 
shall be retained in the permanent records of the local 
building department.  
 
103.1.2 Preliminary meeting. When requested by a 
prospective permit applicant or when determined nec-
essary by the code official, the code official shall meet 
with the prospective permit applicant prior to the ap-
plication for a permit to discuss plans for the proposed 
work or change of occupancy in order to establish the 
specific applicability of the provisions of this code.  
 

103.2 Change of occupancy. No change of occupancy 
shall be made in any structure when the current USBC 
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requires a greater degree of accessibility, structural 
strength, fire protection, means of egress, ventilation, or 
sanitation. When such a greater degree is required, the 
owner or the owner's agent shall make written application 
to the local building department for a new certificate of 
occupancy and shall obtain the new certificate of occupan-
cy prior to the new use of the structure.  
 
When impractical to achieve compliance with this code for 
the new occupancy classification, the building official 
shall consider modifications upon application and as pro-
vided for in Section 106.3 of the VCC.  

 
103.3 Retrofit requirements. In accordance with Section 
103.7 of the VCC, the local building department shall en-
force the provisions of Section 1701 that require certain 
existing buildings to be retrofitted with fire protection sys-
tems and other safety equipment. Retroactive fire protec-
tion system requirements contained in the IFC shall not be 
applicable unless required for compliance with the provi-
sions of Section 1701.  
 
103.4 Nonrequired equipment. The following criteria for 
nonrequired equipment is in accordance with § 36-103 of 
the Code of Virginia. Building owners may elect to install 
partial or full fire alarms or other safety equipment that 
was not required by the edition of the VCC in effect at the 
time a building was constructed without meeting current 
requirements of the code, provided the installation does not 
create a hazardous condition. Permits for installation shall 
be obtained in accordance with the VCC. In addition, as a 
requirement of this code, when such nonrequired equip-
ment is to be installed, the building official shall notify the 
appropriate fire official or fire chief.  
 

103.4.1 Reduction in function or discontinuance of 
nonrequired fire protection systems. When a 
nonrequired fire protection system is to be reduced in 
function or discontinued, it shall be done in such a 
manner so as not to create a false sense of protection. 
Generally, in such cases, any features visible from in-
terior areas shall be removed, such as sprinkler heads, 
smoke detectors, or alarm panels or devices, but any 
wiring or piping hidden within the construction of the 
building may remain. Approval of the proposed meth-
od of reduction or discontinuance shall be obtained 
from the building official.  

 
103.5 Equipment changes. Upon the replacement or new 
installation of any fuel-burning appliances or equipment in 
existing buildings, an inspection or inspections shall be 
conducted to ensure that the connected vent or chimney 
systems comply with the following:  
 

1. Vent or chimney systems are sized in accordance 
with either the IRC, the IMC, or the IFGC, de-
pending on which is applicable based on the fuel 

source and the occupancy classification of the 
structure.  

 
2. Vent or chimney systems are clean, free of any ob-

struction or blockages, defects, or deterioration, 
and are in operable condition.  

 
Where not inspected by the local building department, 
persons performing such changes or installations shall cer-
tify to the building official that the requirements of Items 1 
and 2 of this section are met.  

 
103.6 Requirements relating to maintenance. Any re-
quirements of the IEBC requiring the maintenance of ex-
isting buildings or structures are invalid.  

 
Note: Requirements for the maintenance of existing build-
ings and structures and for unsafe conditions are contained 
in the VMC.  

 
103.7 Use of Appendix A. Appendix A of the IEBC pro-
vides guidelines for the seismic retrofit of existing build-
ings. The use of this appendix is not mandatory but shall 
be permitted to be utilized at the option of an owner, the 
owner's agent or the RDP involved in a rehabilitation pro-
ject. However, in no case shall the use of Appendix A be 
construed to authorize the lowering of existing levels of 
health or safety in buildings or structures being rehabilitat-
ed.  
 
103.8 Use of Appendix B. Appendix B of the IEBC pro-
vides supplementary accessibility requirements for existing 
buildings and facilities. All applicable requirements of 
Appendix B shall be met in buildings and structures being 
rehabilitated.  

 
103.9 Use of Resource A. Resource A of the IEBC pro-
vides guidelines for the evaluation of fire resistance ratings 
of archaic materials and may be used in conjunction with 
rehabilitation projects.  
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CHAPTER 2  
 

DEFINITIONS 
 

 
Change Section 201.3 of the IEBC to read:  

 
201.3 Terms defined in other codes. Where terms 
are not defined in this code and are defined in the oth-
er International Codes, such terms shall have the 
meanings ascribed to them in those codes, except that 
terms that are not defined in this code and that are de-
fined in the VCC shall take precedence over other 
definitions.  
 

Change the following definition in Section 202 of the 
IEBC to read:  

 
EXISTING BUILDING. A building for which a le-
gal certificate of occupancy has been issued under 
any edition of the USBC and that has been occupied 
for its intended use; or, a building built prior to the in-
itial edition of the USBC. 
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CHAPTER 8  
 

ALTERATIONS -- LEVEL 2 
 

 
Change Exception 2 of Section 805.2 to read:  

 
2. Means of egress conforming to the requirements 

of the building code under which the building was 
constructed shall be considered compliant means 
of egress.  
 

Change Item 7 of Section 805.3.1.1 of the IEBC to read:  
 

7. In Groups R-2, H-4, H-5 and I occupancies and in 
rooming houses and childcare centers, a single exit 
is permitted in a one-story building with a maxi-
mum occupant load of 10 and the exit access trav-
el distance does not exceed 75 feet (22 860 mm). 
In dwelling units within Group R-2 buildings, an 
occupant load of 12 shall be permitted to be sub-
stituted for the occupant load established above 
and, in addition, staff of such family day homes 
shall not be counted for the purposes of establish-
ing occupant loads. 
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CHAPTER 12  
 

HISTORIC BUILDINGS 
 

 
Change Section 1201.2 of the IEBC to read:  

 
1201.2 Report. The code official shall be permitted 
to require that an historic building undergoing repair, 
alteration or change of occupancy be investigated and 
evaluated by an RDP or other qualified person or 
agency as a condition of determining compliance with 
this code.  
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CHAPTER 14  
 

PERFORMANCE COMPLIANCE METHODS 
 

 
Change Section 1401.2 of the IEBC to read:  

 
1401.2 Applicability. Work involving rehabilitation, 
additions, alterations or changes of occupancy shall be 
made to conform to the requirements of this chapter or 
the provisions of Chapters 5 through 13. The provi-
sions in Sections 1401.2.1 through 1401.2.5 shall apply 
to existing occupancies that will continue to be, or are 
proposed to be, in Groups A, B, E, F, M, R, S and U. 
These provisions shall not apply to buildings with oc-
cupancies in Group H or I.  

 
Add an exception to Section 1401.2.1 of the IEBC to read:  

 
Exception: Plumbing, mechanical and electrical sys-
tems in buildings undergoing a change of occupancy 
shall be subject to any applicable requirements of 
Chapter 10.  

 
Change Section 1401.2.5 of the IEBC to read:  

 
1401.2.5 Accessibility requirements. All portions of 
the buildings proposed for change of occupancy and all 
alterations to existing buildings shall conform to the 
applicable accessibility provisions of Section 410.   
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CHAPTER 16  
 

REFERENCED STANDARDS 
 
 

Change the referenced standards in Chapter 16 of the 
IEBC as follows (standards not shown remain the 
same):
 
_____________________________________________________________________________________________ 

API American Petroleum Institute 
1220 L Street, NW 
Washington, DC 20005 

_____________________________________________________________________________________________ 
Standard 
reference 
number 

 

Title 

Referenced 
in code 

section number 
_____________________________________________________________________________________________ 
653—09 Tank Inspection, Repair, Alteration and Reconstruction . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1701.16 
_____________________________________________________________________________________________ 

TFI The Fertilizer Institute 
820 First Street, NE, Suite 430 
Washington, DC 20002 

_____________________________________________________________________________________________ 
Standard 
reference 
number 

 

Title 

Referenced 
in code 

section number 
_____________________________________________________________________________________________ 
RMIP—09 Aboveground Storage Tanks Containing Liquid Fertilizer, 

Recommended Mechanical Integrity Practices . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1701.16 
_____________________________________________________________________________________________ 
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CHAPTER 17  
 

RETROFIT REQUIREMENTS 
 

 
Add IEBC Section 1701 General.  

 
Add Section 1701.1 to the IEBC to read:  

 
1701.1 Scope. In accordance with Section 103.7 of the 
VCC and as set out herein, the following buildings are 
required to be provided with certain fire protection 
equipment or systems or other retrofitted components.  
 

Add Section 1701.2 to the IEBC to read:  
 

1701.2 Smoke detectors in colleges and universities. 
In accordance with § 36-99.3 of the Code of Virginia, 
college and university buildings containing dormito-
ries for sleeping purposes shall be provided with bat-
tery-powered or AC-powered smoke detector devices 
installed therein in accordance with this code in effect 
on July 1, 1982. All public and private college and 
university dormitories shall have installed such detec-
tors regardless of when the building was constructed. 
The chief administrative office of the college or uni-
versity shall obtain a certificate of compliance with 
the provisions of this subsection from the building of-
ficial of the locality in which the college or university 
is located or, in the case of state-owned buildings, 
from the Director of the Virginia Department of Gen-
eral Services. The provisions of this section shall not 
apply to any dormitory at a state-supported military 
college or university that is patrolled 24 hours a day 
by military guards.  

 
Add Section 1701.3 to the IEBC to read:  

 
1701.3 Smoke detectors in certain juvenile care fa-
cilities. In accordance with § 36-99.4 of the Code of 
Virginia, battery-powered or AC-powered smoke de-
tectors shall be installed in all local and regional de-
tention homes, group homes, and other residential care 
facilities for children and juveniles that are operated 
by or under the auspices of the Virginia Department of 
Juvenile Justice, regardless of when the building was 
constructed, by July 1, 1986, in accordance with the 
provisions of this code that were in effect on July 1, 
1984. Administrators of such homes and facilities 
shall be responsible for the installation of the smoke 
detector devices.   

 
Add Section 1701.4 to the IEBC to read:  

 

1701.4 Smoke detectors for the deaf and hearing-
impaired. In accordance with § 36-99.5 of the Code 
of Virginia, smoke detectors providing an effective in-
tensity of not less than 100 candela to warn a deaf or 
hearing-impaired individual shall be provided, upon 
request by the occupant to the landlord or proprietor, 
to any deaf or hearing-impaired occupant of any of the 
following occupancies, regardless of when construct-
ed:  

 
1. All dormitory buildings arranged for the shel-

ter and sleeping accommodations of more than 
20 individuals;  
 

2. All multiple-family dwellings having more 
than two dwelling units, including all dormito-
ries and boarding and lodging houses arranged 
for shelter and sleeping accommodations of 
more than 5 individuals; or  

 
3. All buildings arranged for use as one-family or 

two-family dwelling units.  
 

A tenant shall be responsible for the maintenance and 
operation of the smoke detector in the tenant's unit.  
 
A hotel or motel shall have available no fewer than 
one such smoke detector for each 70 units or portion 
thereof, except that this requirement shall not apply to 
any hotel or motel with fewer than 35 units. The pro-
prietor of the hotel or motel shall post in a conspicu-
ous place at the registration desk or counter a perma-
nent sign stating the availability of smoke detectors 
for the hearing impaired. Visual detectors shall be 
provided for all meeting rooms for which an advance 
request has been made.  
 

Add Sections 1701.5, 1701.5.1, and 1701.5.2 to the IEBC 
to read:  

 
1701.5 Assisted living facilities (formerly known as 
adult care residences or homes for adults). Existing 
assisted living facilities licensed by the Virginia De-
partment of Social Services shall comply with this 
section.  
 

1701.5.1 Fire protective signaling system and 
fire detection system. A fire protective signaling 
system and an automatic fire detection system 
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meeting the requirements of the USBC, Volume I, 
1987 Edition, Third Amendment, shall be in-
stalled in assisted living facilities by August 1, 
1994.  
 

Exception: Assisted living facilities that are 
equipped throughout with a fire protective 
signaling system and an automatic fire detec-
tion system.  

 
1701.5.2 Single-station and multiple-station 
smoke detectors. Battery or AC-powered single-
station and multiple-station smoke detectors 
meeting the requirements of the USBC, Volume I, 
1987 Edition, Third Amendment, shall be in-
stalled in assisted living facilities by August 1, 
1994.  
 

Exception: Assisted living facilities that are 
equipped throughout with single-station and 
multiple-station smoke detectors.  

 
Add Section 1701.6 to the IEBC to read:  

 
1701.6 Smoke detectors in buildings containing 
dwelling units. AC-powered smoke detectors with 
battery backup or an equivalent device shall be re-
quired to be installed to replace a defective or inopera-
tive battery-powered smoke detector located in build-
ings containing one or more dwelling units or rooming 
houses offering to rent overnight sleeping accommo-
dations when it is determined by the building official 
that the responsible party of such building or dwelling 
unit fails to maintain battery-powered smoke detectors 
in working condition.  

 
Add Section 1701.7 to the IEBC to read:  

 
1701.7 Fire suppression, fire alarm, and fire detec-
tion systems in nursing homes and facilities. Fire 
suppression systems as required by the edition of this 
code in effect on October 1, 1990, shall be installed in 
all nursing facilities licensed by the Virginia Depart-
ment of Health by January 1, 1993, regardless of when 
such facilities or institutions were constructed. Units 
consisting of certified long-term care beds located on 
the ground floor of general hospitals shall be exempt 
from the requirements of this section.  

 
Fire alarm or fire detector systems, or both, as re-
quired by the edition of this code in effect on October 
1, 1990, shall be installed in all nursing homes and 
nursing facilities licensed by the Virginia Department 
of Health by August 1, 1994.  
 

Add Section 1701.8 to the IEBC to read:  
 

1701.8 Fire suppression systems in hospitals. Fire 
suppression systems shall be installed in all hospitals 
licensed by the Virginia Department of Health as re-
quired by the edition of this code in effect on October 
1, 1995, regardless of when such facilities were con-
structed.  
 

Add Section 1701.9 to the IEBC to read:  
 

1701.9 Identification of disabled parking spaces by 
above grade signage. All parking spaces reserved for 
the use of persons with disabilities shall be identified 
by above grade signs, regardless of whether identifica-
tion of such spaces by above grade signs was required 
when any particular space was reserved for the use of 
persons with disabilities. A sign or symbol painted or 
otherwise displayed on the pavement of a parking 
space shall not constitute an above grade sign. Any 
parking space not identified by an above grade sign 
shall not be a parking space reserved for the disabled 
within the meaning of this section. All above grade 
disabled parking space signs shall have the bottom 
edge of the sign no lower than 4 feet (1219 mm) nor 
higher than 7 feet (2133 mm) above the parking sur-
face. Such signs shall be designed and constructed in 
accordance with the provisions of Chapter 11 of this 
code. All disabled parking signs shall include the fol-
lowing language: "PENALTY, $100-500 Fine, TOW-
AWAY ZONE." Such language may be placed on a 
separate sign and attached below existing above grade 
disabled parking signs, provided that the bottom edge 
of the attached sign is no lower than 4 feet above the 
parking surface.  
 

Add Section 1701.10 to the IEBC to read:  
 

1701.10 Smoke detectors in hotels and motels. 
Smoke detectors shall be installed in hotels and motels 
as required by the edition of VR 394-01-22, USBC, 
Volume II, in effect on March 1, 1990, by the dates 
indicated, regardless of when constructed.  
 

Add Section 1701.11 to the IEBC to read:  
 

1701.11 Sprinkler systems in hotels and motels. By 
September 1, 1997, an automatic sprinkler system 
shall be installed in hotels and motels as required by 
the edition of VR 394-01-22, USBC, Volume II, in ef-
fect on March 1, 1990, regardless of when construct-
ed.  
 

Add Section 1701.12 to the IEBC to read:  
 

1701.12 Fire suppression systems in dormitories. 
An automatic fire suppression system shall be provid-
ed throughout all buildings having a Group R-2 fire 
area that are more than 75 feet (22,860 mm) or 6 sto-
ries above the lowest level of exit discharge and are 
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used, in whole or in part, as a dormitory to house stu-
dents by any public or private institution of higher ed-
ucation, regardless of when such buildings were con-
structed, in accordance with the edition of this code in 
effect on August 20, 1997, and the requirements for 
sprinkler systems under the edition of the NFPA 13 
standard referenced by that code. The automatic fire 
suppression system shall be installed by September 1, 
1999. The chief administrative office of the college or 
university shall obtain a certificate of compliance 
from the building official of the locality in which the 
college or university is located or, in the case of state-
owned buildings, from the Director of the Virginia 
Department of General Services.  

 
Exceptions: 

 
1. Buildings equipped with an automatic fire 

suppression system in accordance with Section 
903.3.1.1 of the 1983 or later editions of 
NFPA 13.  

 
2. Any dormitory at a state-supported military 

college or university that is patrolled 24 hours 
a day by military guards.  

 
3. Application of the requirements of this section 

shall be modified in accordance with the fol-
lowing:  
 
3.1. Building systems, equipment, or compo-

nents other than the fire suppression sys-
tem shall not be required to be added or 
upgraded except as necessary for the in-
stallation of the fire suppression system 
and shall only be required to be added or 
upgraded where the installation of the 
fire suppression system creates an unsafe 
condition.  
 

3.2. Residential sprinklers shall be used in all 
sleeping rooms. Other sprinklers shall be 
quick response or residential unless 
deemed unsuitable for a space. Standard 
response sprinklers shall be used in ele-
vator hoistways and machine rooms.  

 
3.3. Sprinklers shall not be required in ward-

robes in sleeping rooms that are consid-
ered part of the building construction or 
in closets in sleeping rooms when such 
wardrobes or closets (i) do not exceed 24 
square feet (2.23 m2) in area, (ii) have 
the smallest dimension less than 36 inch-
es (914 mm), and (iii) comply with all of 
the following:  
 

3.3.1. A single-station smoke detector 
monitored by the building fire 
alarm system is installed in the 
room containing the wardrobe or 
closet that will activate the gen-
eral alarm for the building if the 
single station smoke detector is 
not cleared within five minutes af-
ter activation.  

 
3.3.2. The minimum number of sprin-

klers required for calculating the 
hydraulic demand of the system 
for the room shall be increased by 
two and the two additional sprin-
klers shall be corridor sprinklers 
where the wardrobe or closet is 
used to divide the room. Rooms 
divided by a wardrobe or closet 
shall be considered one room for 
the purpose of this requirement.    

 
3.3.3. The ceiling of the wardrobe, clos-

et, or room shall have a fire re-
sistance rating of not less than 1/2 
hour.  

 
3.4. Not more than one sprinkler shall be re-

quired in bathrooms within sleeping 
rooms or suites having a floor area be-
tween 55 square feet (5.12 m2) and 120 
square feet (11.16 m2), provided the 
sprinkler is located to protect the lavato-
ry area and the plumbing fixtures are of a 
noncombustible material.  
 

3.5. Existing standpipe residual pressure shall 
be permitted to be reduced when the 
standpipe serves as the water supply for 
the fire suppression system, provided the 
water supply requirements of NFPA 13-
94 are met.  

 
3.6. Limited service controllers shall be per-

mitted for fire pumps when used in ac-
cordance with their listing.  

 
3.7. Where a standby power system is re-

quired, a source of power in accordance 
with Section 701-11 (d) or 701-11 (e) of 
NFPA 70-96 shall be permitted.  

 
Add Section 1701.13 to the IEBC to read:  

 
1701.13 Fire extinguishers and smoke detectors in 
SRCFs. SRCFs shall be provided with at least one ap-
proved type ABC portable fire extinguisher with a 
minimum rating of 2A10BC installed in each kitchen. 
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In addition, SRCFs shall provide at least one approved 
and properly installed battery operated smoke detector 
outside of each sleeping area in the vicinity of bed-
rooms and bedroom hallways and on each additional 
floor.  

 
Add Section 1701.14 to the IEBC to read:  

 
1701.14 Smoke detectors in adult day care centers. 
Battery-powered or AC-powered smoke detector de-
vices shall be installed in all adult day care centers li-
censed by the Virginia Department of Social Services, 
regardless of when the building was constructed. The 
location and installation of the smoke detectors shall 
be determined by the provisions of this code in effect 
on October 1, 1990. The licensee shall obtain a certifi-
cate of compliance from the building official of the 
locality in which the center is located or, in the case of 
state-owned buildings, from the Director of the Vir-
ginia Department of General Services.  
 

Add Section 1701.15 to the IEBC to read:  
 

1701.15 Posting of occupant load. Every room or 
space that is an assembly occupancy, and where the 
occupant load of that room or space is 50 or more, 
shall have the occupant load of the room or space as 
determined by the building official posted in a con-
spicuous place, near the main exit or exit access 
doorway from the room or space. Posted signs shall be 
of an approved legible permanent design and shall be 
maintained by the owner or owner's authorized agent.  
 

Add Section 1701.16 to the IEBC to read:  
 
1701.16 ALFSTs. Existing ALFSTs, regardless of 
when constructed, shall by October 1, 2011, meet the 
applicable requirements of API 653 and TFI RMIP for 
suitability for service and inspections and shall pro-
vide a secondary containment system complying with 
Section 425.3 of the VCC.  
 

Add Section 1701.17 to the IEBC to read:  
 

1701.17 Standards for replacement glass. In accord-
ance with § 36-99.2 of the Code of Virginia, any re-
placement glass installed in buildings constructed pri-
or to the first edition of the USBC shall meet the qual-
ity and installation standards for glass installed in new 
buildings as are in effect at the time of installation. In 
addition, as a requirement of this code, the installation 
or replacement of glass in buildings constructed under 
any edition of the USBC shall be as required for new 
installations.  

 


